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open from either side by a single move-
ment of the hardware mechanism in
any direction.

(b) Each manufactured home interior
door, when provided with a privacy
lock, shall have a privacy lock that has
an emergency release on the outside to
permit entry when the lock has been
locked by a locking knob, lever, but-
ton, or other locking device on the in-
side.

§ 3280.109 Room requirements.

(a) Every manufactured home shall
have at least one living area with not
less than 150 sq. ft. of gross floor area.

(b) Rooms designed for sleeping pur-
poses shall have a minimum gross
square foot floor area as follows:

(1) All bedrooms shall have at least 50
sq. ft. of floor area.

(2) Bedrooms designed for two or
more people shall have 70 sq. ft. of floor
area plus 50 sq. ft. for each person in
excess of two.

(c) Every room designed for sleeping
purposes shall have accessible clothes
hanging space with a minimum inside
depth of 22 inches and shall be equipped
with a rod and shelf.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, and further redesig-
nated at 58 FR 55004, Oct. 25, 1993]

§ 3280.110 Minimum room dimensions.

The gross floor area required by
§ 3280.110 (a) and (b) shall have no clear
horizontal dimension less than 5 feet
except as permitted by § 3280.102(a).

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, and further redesig-
nated at 58 FR 55004, Oct. 25, 1993]

§ 3280.111 Toilet compartments.

Each toilet compartment shall be a
minimum of 30 inches in width, except,
when the toilet is located adjacent to
the short dimension of the tub, the dis-
tance from the tub to the center line of
the toilet shall not be less than 12
inches. At least 21 inches of clear space
shall be provided in front of each toi-
let.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, and further redesig-
nated at 58 FR 55004, Oct. 25, 1993]

§ 3280.112 Hallways.

Hallways shall have a minimum hori-
zontal dimension of 28 inches measured
from the interior finished surface to
the interior finished surface of the op-
posite wall. When appliances are in-
stalled in a laundry area, the measure-
ment shall be from the front of the ap-
pliance to the opposite finished inte-
rior surface. When appliances are not
installed and a laundry area is pro-
vided, the area shall have a minimum
clear depth of 27 inches in addition to
the 28 inches required for passage. In
addition, a notice of the available
clearance for washer/dryer units shall
be posted in the laundry area. Minor
protrusions into the minimum hallway
width by doorknobs, trim, smoke de-
tectors or light fixtures are permitted.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, and further redesig-
nated at 58 FR 55004, Oct. 25, 1993]

§ 3280.113 Glass and glazed openings.

(a) Windows and sliding glass doors.
All windows and sliding glass doors
shall meet the requirements of
§ 3280.403 the ‘‘Standard for Windows
and Sliding Glass Doors Used in Manu-
factured Homes’’.

(b) Safety glazing. Glazing in all en-
trance or exit doors, sliding glass
doors, units (fixed or moving sections),
unframed glass doors, unbacked mir-
rored wardrobe doors (i.e., mirrors not
secured to a backing capable of being
the door itself), shower and bathtub en-
closures and surrounds to a height of 6
feet above the bathroom floor level,
storm doors or combination doors, and
in panels located within 12 inches on
either side of exit or entrance doors
shall be of a safety glazing material.
Safety glazing material is considered
to be any glazing material capable of
passing the requirements of Safety
Performance Specifications and Meth-
ods of Test for Safety Glazing Mate-
rials Used in Buildings, ANSI Z97.1–
1984.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, as amended at 52 FR
4581, Feb. 12, 1987. Redesignated at 58 FR
55004, Oct. 25, 1993]
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